INFORMACIJSKI LIST

Directive / Direktiva EU 65/2014 — EN/IEC 61591, EN/IEC 60704-2-13, EN50564

Proizvoda¢: MASTER KITCHEN, Midea Kitchen Appliances, Via Giardini Sud 140, 41043 Formigine, Modena — Italia

Uvoznik: Gemma B&D d.o.0., Prisavlje 2, 10000 Zagreb

Oznaka modela: MKHD V606 TOUCH BK

Kategorija uredaja: Kuhinjska napa

Annual Energy Consump on (AEC)(kWh/a)
Godi$nja potroSnja energije

50.2

Energy efficlency class (EEI)
Klasa energetske ucinkovitosti

Fluid dynamic efficiency(FDEhood)
Vrijednost energetske ucinkovitosti dinamike fluida

32.3

Fluid dynamic efficiency class (FDEC) (Indice)
Klasa u€inkovitosti dinamike fluida

Light efficiency (LEhood)
Vrijednost ucinkovitosti osvijetljenja

61

Light efficiency class(LEC)(indice)
Klasa u€inkovitosti osvjetljenja

Grease filtering efficiency (GFEhood) (%)
Vrijednost ucinkovitosti filtriranja masnoéa

81.5

Grease filtering efficiency class (GFEC) (indice)
Klasa ucinkovitosti filtriranja masnoc¢a

Minimum Air Flow in Normal Use (QMIN) (m%h)
Minimalni protok zraka pri normalnoj uporabi

262.4

Maximum Air Flow in Normal Use (intensive / boost excluded) (QMAX/QBOOST) (m%h)
Maksimalni protok zraka pri normalnoj uporabi

584.3

Air Flow at Intensive/Boost Speed (QBOOST) (m?h)
Intenzivni protok zraka (m*h)

801.8

Airborne acoustical A-weighted sound Power Emission at minimum speed (SPEMIN) (dBA)
Emisija zvuéne snage A-ponderirane u zraku na minimalnoj brzini

49

Airborne acoustical A-weighted sound Power Emission at maximum speed (SPEMAX) (dBA)
Emisija zvuéne snage A-ponderirane u zraku na maksimalnoj brzini

63

Airborne acoustical A-weighted sound Power Emission at boost speed (SPEBOOST) (dBA)
Emisija zvuéne snage A-ponderirane u zraku na intenzivnoj brzini

70

Power Consup on Off Mode (Po)(W)
Potro$nja energije u isklju€éenom stanju

Power Consup on in Standby Mode (Ps)(W)
Potro$nja energije u stanju mirovanja

0.49

Product Informa on compliant to commission regula on (EU) No 66/2014
Informacija o proizvodu na osnovi EU direktive No 66/2014

Time increase factor (F)
Faktor povecanja vremena

0.8

Energy Efficiency (EElhood)
Indeks energetske ucinkovitosti

46.7

Measured air flow rate at best efficiency point (QBEP)(m?/h)
Izmjereni protok zraka pri najviSoj u€inkovitosti

413.9

Measured air pressure at best efficiency point (PBEP)(Pa)
I1zmjereni tlak zraka pri najviSoj u€inkovitosti

463

Maximum air flow (QMAX)(m3/h)
Maksimalni protok zraka

584.3

Measured electric power input at best efficiency point (WBEP)(W)
Izmjerena ulazna snaga pri najviSoj uginkovitosti

165

Nominal power of the lighting system (WL)(W)
Nominalna snaga osvijetljenja

1.5W*2

Average illumination of the lighting system on the cooking surface (Emiddle)(lux)
Prosje€no osvijetljenje sustava na povrSini podruéja kuhanja

169

Sound power level at the highest setting (Lwa)(dBA)
Razina zvuéne snage na maksimalnoj postavci
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